
































6"18X dual light source network dome camera 

 
 

 

Device model：HD866-WF61080P 

 

specification: 

 

Ø  The intelligent power distribution function of the decoder board, the motor, camera, infrared 

light and white light are independently powered, and the whole machine runs stably and reliably; 

  

Ø  Using high-quality stepper motor, the heat is small, and the low-speed operation does not 

shake; 

 

Ø  Rotation speed 0.01°—60°/S; 

 

Ø  Continuously variable speed, continuous 360° horizontal rotation, vertical 90° automatic 

flip  

Ø  Proportional zoom function, automatically match the rotation speed according to the zoom 

size; 

 

Ø  Adopt high-performance 32-bit ARM design, stable performance, internal setting data will not 

be lost after power failure; 

 

Ø  Driven by precision stepping motor, stable operation, sensitive response and accurate 

positioning; 

 



Ø  Continuously variable speed, continuous 360° horizontal rotation; 90° automatic reversal, 

no monitoring blind spot; 

 

Ø  Automatic identification of PELCO-D, PELCO-P and other control protocols; 

 

Ø  Automatically identify baud rate 2400bps, 4800bps, 9600bps; 

 

Ø  Broadcast address 255 and invalid address 0, more convenient control; 

 

Ø  255 preset positions can be stored at will; 

 

Ø  5 freely programmable cruise functions, each cruise path can store 16 preset positions; 

 

Ø  The cruising speed is adjustable, and the idle action can be set at will; 

 

Ø  Run various functions regularly, 

 

Ø  Adopt RS485 bus control. 

 

Ø  Aluminum alloy structure, with good magnetic shielding performance and heat dissipation 

effect; 

 

Ø  Adopt the sixth-generation array infrared technology, high reliability, long life, and better night 

vision; 

 

Ø  Automatically adjust the intensity of the infrared light according to the zoom size, and start the 

light groups at different angles in batches, effectively reducing the vignetting and flashlight 

effects 

 

Ø  The lighting mode can realize automatic/forced closing/forced opening through the preset 

position command, which is convenient for use in different environments and easier to construct 

and debug. 

 

★★Gimbal parameters                      

control speed 
Horizontal speed 0.01°～60°/S, vertical speed 0.01°～30°/S, 256-level 

subdivision, three-speed adjustable 

Rotation range 360 ° horizontal rotation infinitely, vertical 0 ° ~ 90 ° automatic flip. 

letter of agreement PELCO-D/-P Adaptive 

baud rate 2400bps / 4800bps / 9600bps adaptive 

Preset 256 preset points, preset point accuracy <±0.1° 

Tracking function Figure Tracking and Sync Zoom 

Timing function 
Infrared light on and off, tracking timing, pattern scanning, cruise route timing and 

other functions 



time & date visible and invisible 

cruise scan 4 groups of prefab cruise routes 

pattern scan 4 pattern scans 

night vision 

distance 

3 groups of LED constant current drive; 12 fifth-generation dot matrix highlight 

wicks, including 4 laser lights, 2 infrared lights, 6 white light lights, infrared night 

vision distance up to 150 meters, white light visible distance 100 meters 

processor The main frequency is 80MHZ 32-bit ARM high-speed processor 

Installation method Wall mount / ceiling mount bracket optional 

power supply DC12V 4A power supply 

 

★★Network and movement parameters 

                                                                          

Ø  Network high-definition movement, see the model function list for details 

 

Ø  H.265 compression format, the same quality image effect, the required code stream is lower 

 

Ø  Support SD card local storage, maximum support 256GB 

 

Ø  Support two-way voice intercom function, the audio is loud and no noise 

 

Ø  Support P2P remote monitoring and cloud storage 

 

Ø  Leading auto-focus and auto-exposure technology, stable and accurate focus of point light 

source, stable and fast exposure. 

 

Ø  Minimum illumination: color 0.05Lux@F1.6, intelligent 3D noise reduction technology, clean 

and clear images at night 

 

Ø  Support ONVIF network protocol, can seamlessly connect with mainstream platforms in the 

industry 

 

Ø  Rich external interface, support RS485, RS232 communication, convenient function expansion 

 

Network features 

4G 
Built-in 4G module, support direct connection with mobile phone in AP mode (4G 

dome camera has this function) 

Image settings Movement functions can be adjusted through the client or IE browser 

Smart alarm Motion detection, occlusion alarm, memory full, memory error 

supporting 

agreement 

TCP/IP、HTTP、DHCP、DNS、DDNS、RTP、RTSP、PPPoE、SMTP、NTP、UPnP 

SNMP、FTP、802.1x、QoS、HTTPS、IPv6 (SIP、SRTP 可选) 

TCP/IP, HTTP, DHCP, DNS, DDNS, RTP, RTSP, PPPoE, SMTP, NTP, UPnP 

SNMP, FTP, 802.1x, QoS, HTTPS, IPv6 (SIP, SRTP optional) 



Interface 

Protocol 

ONVIF、CGI 

ONVIF, CGI 

three stream 
Main Stream+VGA+QVGA 

Main Stream+VGA+QVGA 

Security 

Mechanism 
Password protection, multi-user access control 

General Specifications 

power supply DC12V±10％ 

temperature 

and humidity 

-10℃ ~ 60℃，小于 90％RH 

-10℃ ~ 60℃, less than 90%RH 

Power 

consumption 

2.5W minimum (lights off) 

15W max (lights on) 

size Φ 137(mm)×239(mm) 

weight 4KG 
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